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ABSTRACT 

This  paper  describes  the  hierarchical  design  process  for 
VLSI  circuits  and  discusses  the  potential  benefits  and 
disadvantages. 


INDEX  TERMS:  very  large-scale  integration,  design  automation, 
integrated  circuit  layout. 


1 .  INTRODUCTION 

Over  the  past  decade  software  designers  have  learned  to 
cope  with  increasingly  complex  programs.  In  order  to  deal 
with  this  complexity  a  structured  programming  methodology 
has  been  developed.  The  advent  of  VLSI  technology  has 
brought  similar  complexity  within  the  reach  of  hardware 
designers . 

The  objective  of  this  paper  is  to  explore  the  hardware 
design  process  and  the  problems  that  hierarchical  design 
approaches  create  as  well  as  their  advantages. 

Figure  1  shows  the  major  steps  and  interactions  in  the 
hardware  design  process.  The  designer  starts  with  a  set  of 
initial  specifications  that  are  often  Incomplete  and 
possibly  incorrect.  The  designer  makes  a  number  of  design 
decisions  both  in  terms  of  logic  design  and  physical  design. 
In  the  mean  time  he  also  modifies  or  refines  the 
specifications  until  a  final  design  is  reached. 

Design  decisions  by  the  designer  can  take  one  of  two 
major  forms: 
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Figure  1:  The  Hardware  Design  Process 


1.  top-down  decomposition  of  a  behavior  specification 
into  less  complex  behavior  specification  modules. 

2.  bottom-up  combination  of  physical  building  blocks 
into  larqer  building  blocks. 

At  some  point  in  time  the  designer  has  to  map  the 
behavior  specifications  into  some  of  the  building  blocks  and 
to  assure  himself  that  this  mapping  will  indeed  result  in  a 
correctly  operating  design. 

From  the  previous  discussion  it  is  clear  that  the  design 
process  is  a  combination  cf  top-down  and  bottom-up  processes 
that  are  happening  concurrently  in  the  designer's  mind  until 
he  reaches  a  final  correct  design. 

In  an  idealized  model  of  the  design  process,  there  are 
three  concurrent  tasks: 

1.  behavior  design,  where  the  designer  decomposes 
the  initial  specification  into  subproblems, 
possibly  refining  the  specification  by  doing  so. 

2.  structural  design,  where  the  designer  tries  to 
realize  a  block  or  module  by  the  interconnection 
of  more  orimitive  modules. 


3.  physical  design,  where  the  designer  tries  to 
realize  his  design  in  a  given  technology. 

In  most  cases  the  behavior  and  structural  design 
processes  go  on  concurrently,  while  the  physical  design 
process  is  done  separately.  It  is,  however,  quite  clear 
that  the  physical  design  process  can  have  a  tremendous 
influence  on  the  behavioral  or  structural  design  of  a 
system,  necessitating  many  iterations  during  a  design. 

The  physical  design  process  itself  may  also  be 
hierarchical  in  nature:  a  system  can  be  partitioned  into 
physical  subsystems  that  in  turn  can  be  partitioned  into 
physical  subsubsystems  and  so  on. 

From  the  previous  discussion  on  the  diqital  system  design 
process,  one  can  conclude  that  there  exist  at  least  three 
major  design  hierarchies:  a  behaviora  1  hierarchy,  a 
structural  hierarchy,  and  a  physical  hierarchy.  The  mapping 
of  a  behavior  into  a  structural  hierarchy  is  usually  known 
as  thca  logic  design  process,  while  the  mapping  of  a 
structure  into  physical  hierarchy  is  usually  known  as  the 
physical  process. 


2.  MAJOR  DFSIGN  HIERARCHIES 
2.1  BEHAVIORAL  HIERARCHY 


Figure  2  shows  a  possible  hierarchical  decomposition  of 
a  general  purpose  computer.  In  this  particular  examole  the 
CPU  process  consists  of  a  fetch  cycle  and  an  execute  cycle 
process.  The  fetch  cycle  process  consists  of  instruction 
fetch  address  calculation  and  operand  fetch  subpr occsses , 
while  the  execute  cycle  process  consists  of  arithmetic  and 
logical  subpr occsses .  The  arithmetic  process  consists  of 
addition  and  substract ion .  Each  of  those  may  consist  of 
integer  and  floating  point  operations. 

This  is  clearly  an  example  in  which  the  specifications 
did  not  pay  attention  to  the  possible  physical  implications 
of  the  hierarchical  decomposition. 


I 


fetch 

CYCLE 


EXECUTE 

CYCLE 


INSTRUCTION 

FETCH 


ADDRESS  \ 
CALC  ^ 


ARITHMETIC 

/  \ 


\ 

LOGICAL 


OPERAND  5°? 

rrrc*  IX\ 


INTEGER  FLOATING 


Figure  2: 


Behavior  Hierarchy 


A  behavioral  hierarchical  decomposition  can  be 
implementation  independent.  For  instance,  an  ISPS-like 
description  |Ba77)  of  the  IB.M/370  architecture  would  be  the 
same  for  all  IBM/370  implementations. 

One  system  that  has  adapted  this  hierarchical 
decomposition  of  a  behavioral  description  is  the  SAPA  system 
(Es76|  at  UCLA.  The  behavior  of  a  system  or  subsystem  at 
every  level  of  the  hierachy  is  modeled  in  terms  of  GMB 
graphs.  The  hierarchy  of  behavioral  descriptions  of  a 
hardware  design  is  similar  to  structured  programming 
techn  iques . 

This  hierarchical  behavior  design  process  provides  for  a 
iterative  refinement  of  the  initial  design  specification. 

Design  automation  tools  that  could  be  used  during  this 
phase  of  the  hardware  design  process  are:  formal 
verification  of  the  behavior  spec i f icat ion  at  various  levels 
of  the  hierarchy,  as  well  as  simulation  of  the  design  at 
various  levels. 
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2.2  STRUCTURAL  HIERARCHY 
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Figure  3:  Structural  Hierarchy 


A  possible  structural  hierarchy  for  a  general  purpose 
computer  system  is  shown  in  Fiqure  3,  where  the  CPU  consists 
of  an  ALU  reqister  file  and  a  control  section.  These  three 
subsystems  are  interconnected  by  data  paths  which  are  not 
shown  explicitly  in  this  hierarchy.  The  ALU  may  consist  of 
two  identical  sections,  one  for  the  first  four  bits  and  the 
second  one  for  the  last  four  bits.  Both  sections  of  the  ALU 
are  made  out  of  gates  of  type  G.  The  register  file  on  the 
other  hand  consists  of  three  registers  Rl,  R2,  R3,  which  are 
constructed  out  of  flipflops  of  type  FF. 

The  SARA  system  at  UCLA  |Ga74)  also  includes  a 
structural  modelling  tool,  called  SLl  (a  structural 
description  languaqe)  .  This  language  allows  the  designer 
to  specify  the  structural  hierarchy  of  the  design. 

In  the  SCALD  desiqn  system  (MW7B)  a  similar  methodology 
is  employed.  The  SCALD  system  was  used  for  the  design  of  an 
actual  machine,  the  Stanford-1  processor.  This  processor 
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was  designed  within  a  few  man-years  (a  fraction  of  the  time 
normally  spent  on  such  a  design  project) .  One  of  the 
advantages  of  structural  hierarchical  design  is  that  one 
has  a  structural  modularization  of  the  design  with 
well-defined  interfaces.  This  can  reduce  the  design  time 
considerably.  The  structural  hierarchy  of  a  system  is 
developed  concurrently  with  the  behavioral  hierarchy.  At 
every  level  of  the  structural  hierarchy  one  can  can 
associate  a  behavior  description  with  every  module.  This 
behavior  description  itself  can  be  hierarchical  in  nature, 
as  was  discussed  in  the  previous  section.  This  multitude  of 
behavior  hierarchies  can  be  used  for  formal  verification  of 
the  design  decisions  the  designer  makes. 

Another  function  that  one  wants  to  perform  during  the 
structural  design  is  to  verify  the  intended  behavior  of  a 
design  against  the  structure  that  one  is  proposing.  This 
so-called  dataflow  verification  was  implemented  in  the  LCD 
system  at  IBM  |OE77) 

A  final  important  aspect  of  a  structural  hierarchy  is 
the  fact  that  one  can  do  a  hardware  macroexpansion  of  a 
design  into  lower  level  primitives.  This  provides  an 
alternative  to  a  direct  hardware  compiler  from  a  behavior 
description  into  physical  hardware.  Since  such  a  mapping 
is  totally  user-controlled,  one  can  achieve  very 
satisfactory  results,  as  was  demonstrated  in  the  SCALD 
system  [ V  X  7  3 ) . 


2.  3  PH YS ICAL  HIERARCHY 


In  order  to  package  a  system  the  designer  has  at  his 
disposal  a  hierarchy  of  cabinets,  racks  and  printed  circuit 
boards.  In  integrated  circuit  design  he  may  have  at  his 
disposal  en  hierarchy  of  supercells,  macrocells,  simple 
cells  and  transistors  (Figure  4). 

When  designing  large  scale  integrated  circuits  the  human 
designer  has  a  natural  approach  to  lay  out  a  design  first  in 
global  terms,  and  then  to  successively  refine  this  design 
down  to  the  transistor  level. 

In  order  to  cope  with  the  complexity  of  VLSI  circuits, 
several  hierarchical  IC  design  systems  have  been  described 
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Figure  4:  Physical  Hierarchy 


|PC,7E,  vS77).  The  potential  advantage  of  these  systems 
comes  from  reducing  the  amount  of  desiap  time,  while 
maintaining  a  reasonably  efficient  area  utilization. 

During  the  physical  design  process  extensive  use  is  made 
of  design  automation  tools.  A  subtask  of  mapping  the 
structural  design  hierarchy  into  a  physical  hierarchy  is 
known  as  the  partitioning  process.  This  oartitioning  is 
usually  done  by  human  designers  and  very  few  automatic 
algorithms  are  used. 


During  the  physical  design  process  one  can  obtain 
sufficiently  detailed  information  to  allow  a  detailed 
behavior  prediction  of  a  system.  This  predicted  behavior 
can  then  be  verified  against  the  intended  behavior  as  it  was 
specified  by  the  designer  during  the  behavior  spec i f icat ion 
process . 
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3.  ADVANTAGES  AND  PROBLEMS 


3.1  DEMONSTRATED  ADVANTAGES 


A  major  advantage  of  hierarchical  design  methods  is  the 
reduction  of  design  time.  This  technique  is  often  used 
informally  by  IC  layout  designers:  a  cell  is  designed  once 
and  then  replicated  several  times;  further,  IC  designers 
often  use  a  top-down  planning  phase  to  determine  the  global 
layout  of  a  circuit.  However,  today's  use  of  hierarchical 
layout  by  IC  designers  is  totally  informal. 

Formal  hierarchical  methods  for  IC  layout  were  proposed 
in  |vS77)  and  (PG781.  Preliminary  results  show  that 
hierarchical  automatic  layout  yields  results  that  are 
superior  to  single-level  (classical)  automatic  IC  layout 
algorithms  (Pv79a,  Pv79b) . 

The  most  convincing  evidence  that  hierarchical  design  can 
reduce  design  time  can  be  found  in  the  use  of  the  SCALD 
system  for  the  design  of  the  Stanford-1  processor  (MW7RJ. 
The  SCALD  system  uses  a  hierarchy  of  structural 
(connect  1 v i t y)  diagrams,  specified  graphically  by  means  of 
SUDS  (the  Stanford  University  Drawinq  System).  The  SCALD 
system  further  consists  of  a  macroexpander ,  which  produces  a 
wirelist  at  the  physical  module  level  and  of  a  physical 
design  system,  which  automatically  produces  the  wirewrapped 
design.  The  amount  of  time  and  the  number  of  engineering 
changes  to  the  Stanford-1  design  were  at  least  an  order  of 
magnitude  smaller  than  those  of  comparable  ECL-based 
machines . 


3.2  POTENTIAL  ADVANTAGES 


If  one  were  to  formalize  hierarchical  design  one  could 
require  the  designer  to  specify  intended  behavior  for  every 
module  in  the  structural  hierarchy. 

The  first  advantage  of  such  an  approach  would  be 
extensive  documentat ion  of  the  design,  now  a  major  cause  for 
misunderstanding  and  hence  design  errors  and  iterations. 
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If  one  were  given  the  intended  behavior  and  the  structure 
(realization)  of  a  system  at  a  given  level  as  well  as  the 
intended  behavior  of  all  subsystems  at  the  next  lower  level, 
then  formal  verification  could  be  used  to  check  the 
consistency  of  the  designer's  decisions. 


3.3  HIERARCHICAL  DES ICN  PROOLEMS 
3.3.1  The  Difference  in  Hierarchies 


One  of  the  important  problems  that  one  has  to  solve  in 
hierarchical  design  is  the  mopping  from  a  behavioral 
hierarchy  into  a  structural  hierarchy,  and  from  a  structural 
hierarchy  into  a  physical  hierarchy.  In  the  past  this 
mapping  has  always  been  done  by  human  designers  with 
little  or  no  assistance  from  desiqn  automation  tools.  Due 
to  the  increased  complexity,  the  need  for  formal 
verification  tools  as  well  as  synthesis  tools  becomes  more 
and  more  apparent. 

One  possible  solution  is  to  avoid  the  mapping  problem  by 
making  every  behavioral  module  the  sam*»  as  every  structural 
module  and  the  same  as  every  physical  module.  This  may  seem 
a  good  solution  at  first  sight,  but  it  has  some  farroaching 
implications.  For  instance,  a  physical  design  decision  may 
be  made  that  could  require  changing  the  behavior 
specification  or  the  structure  spec i f icat ion  of  a  design. 
Such  a  change  nay  invalidate  all  the  verification  and 
simulation  results  that  were  obtained  on  the  behavior  or 
structural  desiqn.  This  may  be  a  non-accept abl e  solution 
that  may  result  in  a  large  number  of  iterations  during  the 
design  process.  If  the  hierarchical  structure  of  the 
behavior  of  a  desiqn  is  not  the  same  as  the  structural  or 
physical  hierarchy  then  automated  or  computer-aided  mapping 
processes  are  needed.  The  main  objective  of  these  automated 
mapoinq  tools  would  bo  to  speed  up  the  time  required  to 
perform  an  error-free  mappinq  of  behavior  into  structure. 
Unfortunately,  very  little  work  has  been  done  on  this 
problem  and  it  is  not  clear  today  how  feasible  such  an 
approach  would  be. 
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3.3.2  Circuit  Layout  ProbI errs 


Fiqure  5:  Inefficient  Layout  due  to  Hierarchical  Process 


Figure  5  illustrates  the  problem  of  mapping  a  structural 
hierarchy  into  a  physical  hierarchy.  In  this  example,  which 
represents  a  simple  integrated  circuit  layout,  the  design 
consists  of  four  cells  of  equal  sire,  numbered  one  to  four, 
and  a  fifth  cell  which  is  considerably  smaller.  If  one  were 
to  consider  a  one-to-one  mapping  from  the  structural 
hierarchy  into  a  physical  hierarchy,  the  layout  of  Figure  5a 
would  result  with  as  a  conseauence  a  potential  inefficient 
area  utilization.  However,  if  in  the  physical  design 
process  one  could  combine  4  and  5  into  a  physical  module, 
then  the  physic  il  design  may  be  much  more  compact  as  shown 
in  Fiqure  5b.  If  behavior,  structure  and  physical 
hierarchies  were  identical  then  this  design  decision  made 
during  the  physical  layout  of  a  circuit  would  have 
repercussions  on  both  the  structural  and  behavior 
specifications  which  may  have  been  verified.  Nonetheless 
the  decision  made  here  should  have  no  effect  on  either  the 
structure  or  the  behavior  of  the  circuit  since  it  is  a 
purely  physical  design  decision. 

In  a  purely  hierarchical  approach  one  encounters  the 
problem  of  optimal  shape  determination  for  the  blocks  in  the 


layout  hierarchy.  For  example,  in  the  structural  hierarchy 
of  Figure  3  all  registers  are  built  out  of  flipflops  of  type 
FF,  that  are  physically  identical.  To  associate  a  single 
physical  design  with  a  structural  module  can  be  very 
inef f  ic  ient . 


(b) 


Figure  A:  Influence  of  Different  Physical  Layout 


Consider  the  example  of  Figure  6,  where  the  layout 
consists  of  three  st r uctur al 1 y  identical  modules  A,  B  and  C 
of  type  FF.  The  layout  could  be  greatly  improved  if  the 
physical  shape  of  C  were  changed  as  in  Figure  6b. 

A  similar  problem  of  efficient  area  utilization  exists 
with  the  assignment  of  terminals  around  the  periphery  of  a 
module.  Fiqure  7a  shows  two  identical  nodules  A  and  B,  with 
the  specified  connections.  If  the  order  of  the  terminals 
could  be  modified  as  in  Fiqure  7b,  a  more  efficient  layout 
could  b*»  obtained.  This  however  would  necessitate  the 
redesign  of  all  modules,  thereby  greatly  reducinq  the 
potential  benefits. 
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Fiaure  7:  Influence  of  Terminal  Assignment 


3.3.3  Mult lol i 


of  H let  a  r  c  h i c  a  1  Representations 


It  was  already  pointed  out  that  a  large  number  of 
hierarchical  behavior  descriotiona  may  exist,  complicating 
the  problem  of  formal  design  verification. 


In  a  similar  fashion,  several  structural  hierarchies  may 
exist,  as  pointed  out  in  (va77):  for  the  purpose  of 
simulation  using  a  zero-delay,  three-valued  simulator,  a 
flipflop  may  be  modelled  by  a  collection  of  gates  and  delay 
elements;  for  use  with  another  simulator,  this  same  module 
may  be  mapped  into  NANO  gates  with  variable  delays  and  for 
the  purpose  of  IC  layout  the  mapping  would  he  into  a  set  of 
CMOS  or  NMOS  transistors.  In  other  words  the  structural 
hierarchy  of  a  design  depends  not  only  on  the  designer’s 
decisions  relating  to  price-performance  trade-offs,  but  also 
on  the  actual  purpose  of  the  description. 


In  a  similar  fashion,  the  physical  hierarchy  of  a  design 
is  not  unique,  but  rather  a  choice  of  the  designer. 


The  problem  of  choosing  the  best  hierarchy  cannot  be 
solved  by  the  hierarchical  design  process  concept.  It  is 
important  to  realize  that  hierarchical  design  can  merely 
produce  an  acceptable  design  in  an  reduced  amount  of  time. 


4  The  Need  to  Exceed  the  Boundaries  of  a  Leve 1 


In  the  previous  section,  several  examples  were  given  that 
illustrated  the  need  for  look-ahead  over  one  or  more  levels 
of  the  hierarchy. 

Host  of  today's  design  automation  software  works  on  a 
fixed  level  of  abstraction.  This  is  partly  due  to  the  lack 
of  hierarchical  concepts  in  these  tools  and  partly  due  to 
the  nature  of  the  problem  they  are  trying  to  solve.  Among 
the  latter  we  mention  the  layout  of  a  PC  board,  the 
calculation  of  timing  delays  in  a  LSI  circuit,  the 
calculation  of  physical  wirelength  of  a  design. 

For  these  examples,  a  simple  macroexpansion  of  the  design 
provides  a  solution.  The  basic  idea  of  a  macroexoansion  is 
to  collapse  several  levels  of  a  hoerarchy  into  a  single 
level  of  abstraction. 

However,  there  are  situations  in  which  interactions 
between  the  levels  of  a  hierarchy  are  more  complex  and  hence 
tend  to  counteract  the  advantages.  One  such  case  is  the 
problem  of  geometr  ical  design  rule  adherence  in  L5 1  layout. 
These  design  rules  are  usually  expressed  an  a  combination  of 
complex  relationships  on  rectangular  or  polygonal  elements. 
In  a  true  hierarchical  design  environment,  one  has  to  define 
design  rules  between  cells  that  are  far  more  conservative, 
hence  resulting  in  a  less  optimal  layout. 

A  similar  Problem  exists  with  IC  layout:  a  cell  is  often 
seen  as  a  closed  polyqon  without  allowing  use  of  the  inside 
area  for  layinq  out  a  collection  of  cells.  In  reality  some 
of  this  intra-cell  area  could  be  used  for  optimal  layout. 


4.  CONCLUr,  IONS 

In  this  paper  we  have  attempted  to  present  a  model  for 
the  human  designer  and  the  design  process.  Ke  have 
postulated  that  a  hierarchy  of  behavioral  specification, 
structural  implementation  and  physical  realization  is  a 
reasonable  model  for  the  human  designer. 


Design  automation  tools  should  capture  this  hierarchical 
information  from  the  human  designer  and  use  it  for  making 
more  intelligent  design  decisions.  An  open  problem  in 
design  automation  is  the  problem  of  mapping  from  a 
behavioral  specification  hierarchy  into  a  physical 
implementation  hierarchy,  and  from  a  physical  implementation 
hierarchy  into  a  physical  realization  hierarchy.  This 
process  should  be  either  automated  or  computer-aided,  if  we 
want  to  deal  with  complex  systems. 

Hierarchical  design  is  capable  of  reducing  the  amount  of 
resources  devoted  to  a  design.  As  always  this  yields  a 
trade-off  between  desiqn  optimality  and  desiqn  time.  In  the 
VLS I  era,  a  suboptinnl  inexpensive  design  may  be  more 
important  than  a  more  expensive  but  more  optimal  design. 

In  some  cases  there  will  be  a  need  to  perform  a 
macro-exoansion  on  the  design  in  order  to  consider  the  whole 
design  at  a  single  level. 
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Naval  Surface  Weapon*  Center 
Attn:  Code  WR-34.  H.  R.  Rledl 

White  Oak 

Stiver  Spring.  Maryland  20910 


Other  Government  Agenclea 

Dr,  Ho»ard  w.  Etrel 
Deputy  Director 

Dtvlalon  of  Material*  Research 
National  Science  Foundation 
1800  G  Street 
Washington.  D.  C.  20350 

Mr.  J.  C.  French 
National  Bureau  of  Standard* 
Electronic*  Technology  Division 
Washington,  D.  C.  20234 

Dr.  Jay  Harris 
Program  Director 
Device*  and  Wave*  Program 
National  Science  Foundation 
1800  G  Street 
Washington,  D.  C.  20330 

Los  Alamos  Scientific  Laboratory 
Attn-  Report*  Library 
P.  0.  Bo*  1863 

Los  Alamos.  Ne*  Mexico  87344 


Dr.  Dean  Mitchell 

Program  Director.  Solid-State  Phyalca 
Division  of  Materials  Research 
National  Science  Foundation 
1800  G  Street 
Washington,  D.  C.  20330 

Mr.  F.  C.  Schwenk,  RD-T 

National  Aeronautics  A  Space  Admin. 

Washington.  D.  C.  20546 

M.  Zane  Thornton 
Deputy  Director.  Institute  for 
Computer  Science*  A  Technology 
National  Bureau  of  Standards 
Washington.  D.  C.  20234 

Head 

Electrical  Sciences  A  Analysis  Sec. 
National  Science  Foundation 
1800  G  Street.  N.W. 

Washington.  D.  C.  20330 


Non-Government  Agencle* 

Director 

Columbia  Radiation  Laboratory 
Columbia  University 
538  West  120th  Street 
New  York,  Ne»  York  10027 

Director 

Coordinated  Science  Laboratory 
University  of  Illinois 
Urban*.  Illinois  61801 

Director 

Division  of  Engineering  A 
Applied  Physics 
Harvard  University 
Pierce  Hall 

Cambridge.  Massachusetts  02138 
Director 

Electronics  Research  Center 
The  University  of  Texas 
P.  0.  Box  7728 
Austin.  Texas  78712 
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Dr.  Roy  Could 

Executive  Officer  for  Applied  Physics 
California  Institute  of  Technolagy 
Passdena,  California  9112S 

Director 

Electronics  Sciences  laboratory 
University  of  Southern  California 
l.os  Angeles,  California  90007 

Director 

Mlcrumave  Research  Institute 
Polytechnic  Institute  of  Se»  York 
333  Jay  Street 
Brooklyn,  Ne*  York  11201 

Director 

Research  Laboratory  of  Electronics 
Massachusetts  Institute  of  Technology 
Cambridge.  Massachusetts  02139 

Director 

Stanford  Electronics  laboratory 
Stanford  University 
Stanford.  California  9-1305 

Director 

Stanford  Glnzton  laboratory 
Stanford  University 
Stanford.  California  99305 

Dr.  lister  Eastman 

School  of  Electrtcal  Engineering 

Cornell  University 

Ithaca.  Ne*  York  14H50 

Chairman 

Department  of  Electrical  Engineering 
Georgia  Institute  of  Technoltigy 
Atlanta.  Georgia  30332 

Dr.  Carlton  Walter 
ElectroSclence  Laboratory 
The  Ohio  State  Unlveralty 
Columbus.  Ohio  43212 

Dr.  Richard  Saeks 

Department  of  Electrical  Engineering 
Texas  Tech  University 
Lubbock,  Texas  79409 


D1 rector 

Electronics  Hesearch  laboratory 
University  of  California 
Berkeley  California  94720 


